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The conducted research examines the thermal behaviour of the rammed earth 
walls, which is the basic structural and façade element of traditional Vojvodina 
house. The traditional rammed earth house represents an important part of the 
total building stock of Vojvodina. Earth is a locally available, cheap, natural, en-
vironmentally friendly building material and has been used extensively for tradi-
tional family houses in Vojvodina. It has ecological and “green” characteristics, 
which can be assessed as very high quality, and they are of significant im-
portance in the context of sustainable development and striving to reduce energy 
consumption today. The research examines thermal behaviour of rammed earth 
wall, including theoretical analysis of: the heat transfer coefficient, U, the ther-
mal resistance, R, and thermal conductivity, λ. One of the basic elements of ther-
mal behaviour, the thermal mass, has been analyzed both theoretically and by 
measuring in situ. The in situ measurements were conducted on the traditional 
house in Vojvodina by measuring inside and outside surface wall and air temper-
ature in summer. Analyses of rammed earth wall thermal performances have 
shown that the wall has low thermal conductivity, high heat capacity and signifi-
cant thermal mass effect which is the key element enabling thermal stability. The 
research indicates rather good thermal properties of the rammed earth walls. Po-
tential of rammed earth wall in Vojvodina should be an issue of further analysis, 
although the possibility of improvement of existing facilities to meet current 
standards in terms of energy efficiency should be considered. 
Key words: thermal behaviour, thermal mass, traditional house in Vojvodina, 
rammed earth 
Introduction  
Traditional rammed earth houses are an important part of the building stock of north 
Serbian province of Vojvodina. Family buildings, mostly made of rammed earth or adobe, 
built before 1919 represent up to 7% of the total building stock of the province, according to 
statistical data. Also 26% of the total building stock of the province represent buildings con-
structed in the period from 1919 to 1945 [1]. There are no official data how many of those 
houses are made of rammed earth. The fact is rammed earth and adobe were prevailing mate-
rials and common building techniques used for construction of typical single family houses in 
Vojvodina in this period. Many of these houses, although in relatively poor condition, ne-
–––––––––––––– 
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glected and not properly maintained, are still used for residential purposes. Nowadays, home 
owners prefer to demolish old buildings and build a new one instead, rather than to rehabili-
tate and reconstruct the existing house, due to the large body of knowledge which is needed 
for rehabilitation of these types of houses, especially in the domain of building construction. 
Nevertheless, uncertainty about the future performance of refurbished old traditional houses 
often results in decision to demolish and build a new one.  
The importance of the existing building stock of traditional buildings in Vojvodina 
is multiple. Besides the fact that traditional and historical heritage should be treated respect-
fully, existing ecological characteristics of rammed earth buildings can be assessed as very 
high, which is of significant importance in the context of sustainable development concept 
and contemporary striving to reduce energy consumption and live in more natural buildings in 
terms of used building materials. Considering those facts, the issue of energy performance of 
a rammed earth house thermal envelope should be treated with great care, since so far there 
are no conducted scientific or practical researches regarding the assessment of thermal enve-
lope in a traditional rammed earth house in Vojvodina. 
The goal of this research is to investigate the thermal behaviour of the rammed earth 
façade walls in traditional single-family residential buildings in this region. The research in-
cludes both: theoretical analysis of the heat transfer coefficient, U, the thermal resistance, R, 
and thermal conductivity, λ, and analysis by measuring in situ of the wall thermal mass, which 
is considered to be one of the basic elements of thermal behaviour. 
Traditional single family houses in Vojvodina 
Traditional single family house in Vojvodina can be concidered as a unique architec-
tural phenomenon. The house has been created and developed in the entire province of Vojvo-
dina, in the period from the end of eighteen, during the nineteenth and early twentieth century. 
Theoretical expert attitudes are not harmonized regarding the origin of the house, but mostly it 
is believed that this is a unique combination of German and local architectural tradition [2]. 
Development of the house proceeded 
chronologically, from simpler structure in 
the early period to complex architectural 
layout shapes at the beginning of the twenti-
eth century, fig. 1 [3]. The basic type and 
most common at the same time, is a three-
part rammed earth house. The next step in 
house structure evolution derived from the 
previous one, is the four-part house, devel-
oped simply by adding one room longitudi-
nally. The house structure continues to de-
velop by adding rooms longitudinally or in 
the shape of letter L, and all the building 
types follow the same constructive logic, 
fig. 2. The most important common feature for all building types is a building material of 
structural walls, always made of earth or earth-based products locally available. Building ma-
terial itself has also experienced an evolution from rammed earth, adobe blocks to brick, but 
the most common is rammed earth, with a significant number of houses still in use today [4]. 
Today, there are many types and subtypes that make up the entire building stock of 
traditional architecture very diverse. Up to now, many rammed earth houses are preserved but 
 
Figure 1. Traditional house in Vojvodina, Pancevo  
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they are usually in poor condition, neglected, ex-
posed to weather conditions and left to decay. 
Many of them have suffered a number of func-
tional transformations and interventions on the 
walls itself. This research focuses on the thermal 
envelope of a rammed earth house, while the 
building type is not of crucial importance for this 
research. 
The technique of construction  
of rammed earth walls  
The choice of wall building materials of tra-
ditional and vernacular architecture, is based on 
the current situation and real needs, experience 
and knowledge and available means of the local 
population. As the result, rammed earth buildings 
were widely spread over the entire province, and 
in use for a very long period of time, from the beginning of the eighteenth century, through 
nineteenth century but also at the beginning of the twentieth century.  
In their earliest stages of development, traditional houses of Vojvodina were built 
entirely of rammed earth. With the evolution of the application of this material use of building 
materials based on the local soil (clay, loam) but with higher degree of processing was devel-
oping, moving to use of adobe and finally brick [4]. Also numerous combinations of these 
building materials were applied. Traditional craftsmen, based on their own experience, used to 
combine different building techniques. The most common combination was to build founda-
tions of bricks, to insure better structural stability of the building, and structural walls of 
rammed earth. Also, in some cases part of the walls, especially the north walls were built of 
bricks.* However, rammed earth walls are the most typical in a traditional single family 
house in Vojvodina and will be analyzed in this paper.  
The masonry technique of the traditional rammed earth wall was relatively simple: 
semi-dry, crushed earth was well mixed with chopped straw, which was used as reinforce-
ment. The earth was rammed between the two boards, which served as planking. The earth 
used as construction material was usually dug in the garden of the house. 
The best results could be obtained by mixing the black and yellow loam, and then 
mixing it with chaff and straw [5]. The second possibility was to use only yellow clay, mixed 
with straw and chaff [5]. The process of preparing the loam for construction is relatively sim-
ple: the earth is well moistened, then mixed with straw and chaff. The mixture is well stirred 
with a hoe, as long as the mud starts to be easily separated from the hoes [6]. Then the mix-
ture is compacted with hammers in layers of 20 cm, fig. 3, walls reaching the total thickness 
of up to 60 cm [7]. Chipped branches, vines or reeds, were used as additional reinforcement 
for preventing cracking of the walls. Aditionaly, the corners of the buildings were treated by 
putting branches at right angles. Dry rammed earth walls were finaly plastered with mud mor-
tar on both sides, fig. 4.  
–––––––––––––– 
* North orientated walls, with the lack of direct sun insolation had a problem with moisture, so the rammed earth walls used 
to decay faster. 
 
Figure 2. Ground floor plan of traditional 
house in Vojvodina, city of Pancevo; ground 
floor layout in shape of letter L; marked 
measured positions of the walls 
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The traditional house in Vojvodina 
was built of locally available building 
materials, earth (clay, loam) used from 
the building construction site with local-
ly available additions (straw, chaff, 
chipped branches, vine branches or 
reeds, horse and pig hair). The difference 
in locally available building materials of-
ten caused the different composition of 
the rammed earth wall. Consequently, 
today is practically impossible to deter-
mine the exact composition of the wall 
without laboratory analysis. In other 
words, each wall has its own peculiari-
ties in composition and structure and 
thermal performance may vary in a ra-
ther wide range, hence the thermal be-
haviour of rammed earth wall would be 
analyzed in this paper. 
Thermal characteristics or rammed earth walls  
Due to the fact that façades of analysed houses have rather small windows, the most 
important part of the building envelope, in terms of energy saving, is the façade wall. Build-
ings’ energy gains and losses largely depend on its thermal performances. In this context, 
analysis of thermal performance of the external wall of a traditional house in Vojvodina is of 
great significance, especially as it is a completely unexplored field of research in Serbia. On 
the other hand, rammed earth houses represent a large part of the building stock in Vojvodina 
as artefacts of traditional architecture. There is an emphasis on their preservation, so the af-
firmation of their quality in terms of building physics and thermal building envelope should 
be examined and highlighted as an impetus for their rehabilitation.  
The basic properties of the building thermal envelope materials, which will be ana-
lysed in order to define the thermal performances of a rammed earth wall are: the heat transfer 
coefficient, U, the thermal resistance, R, the thermal conductivity, λ, and the thermal mass as a 
key element for the specific thermal behaviour of a rammed earth wall. 
The heat transfer coefficient 
In terms of building physics the heat transfer coefficient, U [W(m–2K–1)], is the param-
eter which represents the transfer of heat by transmission through a building construction ele-
ment. 
In 1996, Ginder [5] considered certain parameters of thermal protection. For the 
rammed earth wall 50 cm thick without mud mortar, Ginder estimated the value for the coef-
ficient of thermal conductivity k = 0.87 W/(m2K) (equivalent to the heat transfer coefficient). 
Literature review in Serbia shows that these are the only data considering the heat transfer co-
efficient of the rammed earth houses in Vojvodina. Recent publications that have considered 
traditional architecture in Vojvodina do not discuss the issue of rammed earth thermal per-
formances [3]. 
 
Figure 3. Cross-section of 
the rammed earth wall 
with clearly defined 
different layers of 
rammed earth; 
abandoned house in 
Perlez 
 
Figure 4. Rammed earth 
wall with a large quantity 
of added straw (chaff) 
plastered with mud 
mortar, house in Pancevo 
Lovec, B. V., et al.: The Thermal Behaviour of Rammed Earth Wall in Traditional … 
THERMAL SCIENCE: Year 2018, Vol. 22, Suppl. 4, pp. S1143-S1155 S1147 
Numerous international researches are considering the issue of rammed earth wall 
thermal performances, constructed both in traditional as well as contemporary rammed earth 
building techniques. It has been estimated that the value of the heat transfer coefficient for the 
30 cm thick rammed earth wall should be expected in range from 1.9 up to 2.0 W/(m2K) or 
for 33 cm thick rammed earth wall U value is approximately 2.411 W/(m2K) (with the as-
sumed density of the rammed earth 1540 kg/m³ ) [6]. This practically means that to achieve 
the value U = 0.5W/(m2K), which is still above the current maximum allowed for heat trans-
fer coefficient for new construction (defined by the current Serbian regulation  
Umax = 0.3 W/m2K) and also above the values for the rehabilitated walls of existing buildings 
(Umax = 0.4 W/m2K), the wall thickness of 1.6 to 1.8 m should be achieved [7], which is from 
the aspect of economy and rationality of a building structure very questionable. 
It can be concluded that the thermal performances of a rammed earth, estimated by 
numerous theoretical research, expressed through the heat transfer coefficient, U, do not fulfill 
modern requirements for thermal insulation defined according to building regulations of the 
Republic of Serbia [8].  
The thermal resistance 
The thermal resistance, R [m²KW–1], of the building material is indirectly propor-
tional to the value of the heat transfer coefficient (U-value). This practically means that for 
the 30 cm thick rammed earth wall with the estimated value for heat transfer coefficient  
U = 2.0 W/(m2K), the thermal resistance, R, should be expected  around 0.5 (m2K/W) [6]. 
A building material with a high R-value will certainly help keep the building thermal 
comfort, and reduce costs for heating and cooling. A rammed earth wall has relatively low es-
timated R-value and despite that fact, indoor temperatures remain stable during the summer 
and winter due to a great thermal mass of the walls. Several international researches are con-
sidering and trying to explain this fact [6, 7, 9]. 
Published research on traditional earth walls shows that for thin walls (with maxi-
mum thickness d = 45 cm) steady-state thermal resistance has relatively low value [9]. For ex-
ample, a typical adobe earth wall 30 cm thick has a thermal resistance around 0.5 (m2K/W).  
But for the wall thicker than 45 cm, as is the case in most traditional houses of Vojvodina, cy-
clic state thermal resistance is high and increases exponentially with wall thickness (value for 
the cyclic thermal resistance, Rcyclic, is equal to R steady-state divided by the decrement factor). 
For thick walls cyclic resistance increases rapidly, and this coupled with a great time lag means 
that for wall thicknesses greater than 45 cm the heat flow through wall is negligible [9]. 
It should be pointed out that the current regulations and all codes of practice are 
based on the steady-state conditions where the difference in temperature across the material is 
kept steady, which is practically impossible situation in real terms. This statement can explain 
the significant difference in relatively low calculated values of the rammed earth wall thermal 
resistance, R, and great indoor comfort that people who live in rammed earth houses through-
out Vojvodina can confirm. This perceived feeling of great comfort is achieved also due to 
advantages of thermal mass to reduce the swing in temperatures. Because of a significant con-
tribution in keeping the indoor thermal comfort, a thermal mass will be analysed as the key 
element enabling thermal stability of a rammed earth house.  
The thermal conductivity  
The thermal conductivity, λ [Wm–1K–1], is the thermophysical characteristic of a 
building material and depends on the type of the building material. The value is defined by the 
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amount of heat which is transferred by conduction within 1 second through the layer of con-
struction material exactly 1 m thick, perpendicularly to its surface of 1 m² at a temperature 
difference of 1 °C [10]. 
The thermal conductivity, λ, is determined experimentally for any type of building 
material as well as for rammed earth wall, and its value depends on the type and the structure 
of the building material, density (porosity) and moisture in building material. 
In the only publication about rammed earth traditional Vojvodina architecture, pub-
lished in Serbia, the thermal conductivity value is estimated as λ = 0.64 W [5]. 
The thermal conductivity value is also estimated in numerous international regula-
tions and standards, such as DIN which estimates rammed earth thermal conductivity as  
λ = 1.2 W/(mK) [11]. This standard was translated in Serbian language in 1985 and is in use 
under the title Rules for the calculation of heat required for heating buildings, Translation of 
DIN 4701 with comments) [12].  
In an international research an estimated value for the thermal conductivity, λ, for all 
the layers within the rammed earth wall as well as for different local building techniques and 
with different additions (horsehair, straw, branches, etc.). The thermal conductivity for mud 
plasters, which is the final layer of every rammed earth wall in Vojvodina, has an estimated 
value λ = 0.8 W/(mK) [13].  
It should be noted that, although rammed earth is widely spread building material on 
the territory of Vojvodina province, its treatment in the scientific literature and regulations is 
in general on a very low level in the Republic of Serbia. Therefore, the current Serbian Regu-
lation [8] provides very limited information for very limited number of traditional construc-
tion materials, while some common traditional materials are not even mentioned. The thermal 
conductivity for earth as a construction material is mentioned only as loose earth (wet), with 
thermal conductivity λ = 2.1 W/(mK), while compacted dry earth, rammed earth or mud mor-
tar is not mentioned at all. 
The average value for the thermal conductivity for the rammed earth wall can be de-
fined in range λ = 0.7-1.25 W/(mK) [14] which indicates relatively poor thermal performance 
of the rammed earth walls. 
The thermal mass of a rammed earth wall 
Thermal mass refers to the ability of a building material to absorb heat, retain it and 
then release it over time. Thermal mass basically represents a material's resistance to change 
in temperature as heat is added or removed. High-density building materials, such as rammed 
earth, brick, adobe and stone have a high thermal mass helping to moderate the thermal fluc-
tuations within a house (room) to a significant extent.  
Thermal mass is effective in improving building comfort in any place that experi-
ences temperature fluctuations, both in winter as well as in summer. Vojvodina has continen-
tal climate with average daily temperature swings above 10 °C both in summer and in winter. 
During the summer days, direct heat gains from insolation and transmission heat gains, as 
well as internal gains (occupants, electrical appliances) are absorbed by the exposed thermal 
mass of the building, thus limiting the temperature rise which results in stable internal tem-
perature within acceptable levels for human thermal comfort (below 26 °C). During the win-
ter, over the sunny period of the day with any direct sunlight on thermal mass, the heat radia-
tion from the Sun will be stored within the wall, as well as heat absorbed from the increase in 
the ambient air temperature. After several hours, (depending on the time lag value, explained 
later) when the external air temperature begins to decrease, the stored heat within the thermal 
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mass of the building is slowly released back into the interior helping to keep the building 
warm. This reduces the need to artificially heat the building. This phenomenon is known as 
passive heating which reduces the need to artificially heat the building. Basis of passive heat-
ing lies in the thermal mass phenomenon, which is explained in the next section. 
Factors explaining thermal mass phenomenon  
The four factors explaining the thermal mass phenomenon are: density of a building 
material, ρ, thermal capacity, c, specific heat, C, and time lag, ν.  
Dense materials usually have a potential to store more heat. For rammed earth densi-
ty depends on soil type, the moisture content during compaction and compactive effort. 
Rammed earth has an average density of 1400 do 2000 kg/m³ [9]. For uncompressed earth 
these values range from 1000-1500 kg/m³ and up to 1700-2200 kg/m³ for compressed earth. 
Such high density of a rammed earth wall should enable the storage of more heat compared to 
a usual contemporary building materials [15]. 
Thermal capacity, c [JK–1], or a heat capacity is a physical property of a substance. It 
is an indicator of the ability of a material to store heat per unit volume. Basically it is a scien-
tific equivalent of thermal mass. The greater the thermal capacity of a material, the more heat 
it can store in a given volume per degree of temperature increase. Higher thermal capacity can 
reduce heat-flow from the outside to the inside environment by storing the heat within the ma-
terial. This is common for building materials with high thermal mass and their possibility to 
slow the heat flow from one side of the envelope to the other. This slowing of the heat-flow 
due to the thermal mass is called thermal lag (or time lag), and is measured as the time differ-
ence between peak temperature on the outside surface of a building element and the peak 
temperature on the inside surface. In other words, the thermal mass keeps the internal room 
temperature stable due to the length of time required for heat to transfer through the walls. For 
example it is estimated that 300 cm thick rammed earth wall will take approximately 8 to 9 
hours for heat to transfer through the wall to the other side. Thermal lag of rammed earth wall 
of traditional house in Vojvodina will be analysed by measuring in situ. 
Both thermal capacity and specific heat describe an amount of energy needed to 
raise the temperature of substance (building material). The specific heat or the specific heat 
capacity is a measure of the amount of heat required to raise the temperature of given mass of 
material by 1 ºC. It takes less energy input to raise the temperature of a low-specific-heat ma-
terial than that of a high-specific-heat material. The specific heat capacity for rammed earth 
wall is approximately 870 J(kgK) up to 1260 J(kgK) [14]. Due to the high specific heat capac-
ity of the soil used in its construction and achieved high density, rammed earth is a building 
material that provides excellent thermal mass. 
Measuring thermal properties of  
a rammed earth wall 
Results from any international study conducted on traditional buildings have shown 
that due to many variations and local specifics, the most reliable way to determine thermal 
characteristics of this type of construction is by measuring them on site [16]. In Serbia, up to 
now, the thermal characteristics of rammed earth buildings were not the subject of research, 
especially not measurements in situ. This research, although limited only on thermal charac-
teristics of rammed earth walls, represents, in the most general sense, the first research of en-
ergy performance of traditional single family houses in Vojvodina.  
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The process and methodology of measurements on site 
Measurements for this research were performed in summer of 2014 on the rammed 
earth single family house still in use for residential purposes. Measurements in situ were con-
ducted on one house during the period of three days. Two walls were measured in two differ-
ent rooms. 
The measurement was conducted with the device ALMEMO 5690-2/Ahlborn, fig. 5. 
The device measures following parameters: external air temperature, external surface wall 
temperature, internal air temperature and internal surface temperature of the wall. The device 
consists of: 
– set of sensors for surface (contact) temperature measurement, 
– set of sensors for air temperature measurement, and 
– the device itself with display, commands and data saving storage. 
The sensors for measuring the thermal characteristics of the rammed earth wall are 
sensors for contact wall temperature, always set in the middle of the wall to avoid the zones 
around the windows and in the corners where significant thermal losses can occur due to two-
dimensional heat transfer, fig. 6. When positioning the sensors on the external wall side, the 
direct impact of rain, snow, and wind should be avoided as well as direct impact of solar radi-
ation, if possible, fig. 7. The device also has a possibility of measuring the heat flux, which 
was not an issue in conducted research. 
 
Figure 5. The ALMEMO 5690-
2/Ahlborn device 
 
Figure 6. The set-up of 
sensors for internal wall 
surface temperature, wall 
No. 1 
 
Figure 7. The set-up of sensors for 
outdoor wall surface temperature, wall 
No. 1 
Sensors for measurement of air temperature in the interior are set at half the distance 
between the walls and half the height between the floor and ceiling in order to avoid the influ-
ence of radiation of surrounding surfaces as much as possible.  
After setting up the device and all the sensors, the measuring process started. First 
two hours of measuring are excluded from the analysed data because of the temperature 
swings, until all the sensors were stable.  
Published researches that considered the thermal performance of traditional building 
walls recommend that the measuring process on traditional buildings should last longer, de-
pending on the structure that is investigated [16, 17]. The period of up to two months will 
give absolutely relevant data. The recommendation is, when thick walls and massive struc-
tures are in question, that the measurement should last two to three weeks [17] which should 
be considered for the further thermal behaviour researches of a traditional rammed earth walls 
in Vojvodina.  
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Selection of the sample – the house in which  
the measurement was carried out 
For the measuring process, one house in Vojvodina was selected, based on following 
criteria:  
– for façade load bearing walls rammed earth was used as construction material, the thick-
ness of the walls should lie in average thickness range (60 to 65 cm),  
– the building is in a rather good condition, still in use for residential purposes, and 
– the type/structure of the building is irrelevant (since most of the houses in building stock 
have suffered numerous transformations this criteria is irrelevant and focus is only on 
building material which is typically rammed earth).  
The measured traditional house in Vojvodina was built in two steps. The first part of 
the house, where the measuring process had been conducted, was built with rammed earth 
walls around 1800, and the second one, built as an extension, with brick walls, around 1850-
1900. A house has a ground floor plan in a shape of letter L, fig. 2. Information about the 
house, the measured walls and the measurement time period are given in tab. 1.  
Table 1. Information about the house, the measured walls and the measurement time period. 
Basic data about buildings 
Location Pancevo 
Address Ive Kurjackog 68 
Year of the construction ~ 1800-1850(1900) 
Data about the measured wall 




Wall thickness 65 cm 
Orientation of the measured walls  
(marked on house ground floor plan in fig. 2) 
Wall No. 1: southeast/direct Sun radiation 
Wall No. 2: southwest/indirect Sun radiation  
(tree shadow covering the entire façade) 
Measurement period 
The period of measurement 74 hours 
The start of the measurement August 1, 2014 
The end of the measurement August 4, 2014 
Results of the measuring process 
The measured interval lasted for 74 hours, from August 1, 2014 at 15:21 hours, to 
August 4, 2014, at 17:21 hours, and is characterized with a total of 445 sets of measured data 
for both walls (every ten minutes), presented in tab. 2. 
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Table 2. Overview of parameters measured in-situ for walls No. 1 and No. 2 
Wall No. 1 External air temperature Internal air temperature Time delay* 
Date  Time  Time   
August 1, 2014 
      
Tmax [°C] 15:31 30.9 °C 20:01 24.6 °C 04:30 hours 
August 2, 2014 
Tmin [°C] 05:31 18.9 °C 08:21 23.5 °C  
Tmax [°C] 15:21 35.2 °C 22:41 23.9 °C 07:20 hours 
August 3, 2014 
Tmin [°C] 05:01 18.5 °C 12:31 23.7 °C  
Tmax [°C] 15:11 34.7 °C 21:41 24.1 °C 06:30 hours 
August 4, 2014 
Tmin [°C] 04:51 18.5 °C 11:31 23.7 °C  
Tmax [°C] 15:41 33.0 °C – – – 
 Tmin [°C] – – – – – 
Daily temperature oscillation 12.0 °C to 16.2 °C 0.2 °C to 1.1 °C  
 
Wall No. 2 External air temperature Internal air temperature Time delay* 
Date  Time  Time   
August 1, 2014 
      
Tmax [°C] 16:31 25.9 °C 21:41 23.9 °C 05:10 hours 
August 2, 2014 
Tmin [°C] 05:41 18.8 °C 11:41 23.7 °C  
Tmax [°C] 15:41 29.9 °C 21:11 23.9 °C 05:30 hours 
August 3, 2014 
Tmin [°C] 05:01 18.7 °C 11:31 23.7 °C  
Tmax [°C] 15:01 31.3 °C 21:01 24.1 °C 06:00 hours 
August 4, 2014 
Tmin [°C] 05:21 19.7 °C 11:01 23.7 °C  
Tmax [°C] 16:11 28.2 °C / / / 
 Tmin [°C] / / / /  
Daily temperature oscillation 7.1 °C to 11.26 °C 0.2 °C to 0.4 °C  
 
The results are also presented on a diagram, fig. 8, which clearly shows the stable 
indoor air and wall surface temperatures while outside air and wall temperature swing. The 
diagram also shows time delay for both air and wall temperatures, which is in range from 
4:30 hours up to 7:20 hours for both measured walls, with a maximum difference in indoor 
wall surface temperature of 0.6 °C and maximum indoor air swings of 1.1 °C. All data pre-
sented indicates extremely stable and comfortable indoor climate.  
These results of in situ measurements correspond to the results of several published 
international researches, confirming that the thermal lag of 6 to 8 hours provide a stable in-
door temperature. The results of the in situ measurements on the rammed earth house in Voj-
vodina also show that the high thermal mass of a rammed earth wall with an extremely large  
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Figure 8. Diagram of the parameters measured in-situ 
wall thickness d = 60-65 cm reduces the swing in temperature which leads to a perceived feel-
ing of greater indoor comfort. The daily inside air temperature swings range from ±0.1°C to 
maximum ±0.55°C which is basically negligible. Presented data also correspond to other re-
search results that in rammed earth walls with thickness greater than 45cm the heat flow 
through walls is negligible [9].   
The thermal behaviour of rammed earth wall  
in traditional house in Vojvodina 
As already explained, there are many local variations in building techniques of 
rammed earth walls in traditional Vojvodina houses. The structure of the wall consists of 
packed earth mixed with horsehair and a large amount of straw. The inside of the wall is plas-
tered with the mud mortar with a large amount of added husk. Although those additions were 
mainly used to stabilise mud, together with the mortar, they certainly improve the insulating 
properties of the wall, depending on their quantity and variety. On the other hand, moisture 
can be present in the rammed earth walls and it also influences the thermal performance of the 
walls. As a result, it can be concluded that thermal performance of rammed earth walls in 
houses in Vojvodina varies and future research will be designed in a manner that investigates 
the variations of their thermal behaviour. 
Conducted theoretical research has shown, based on numerous international studies 
and reviews of conducted measurements, that thermal characteristics of rammed earth walls 
are extremely contradictory. As already explained, the average U-values were estimated in 
range from 1.9 up to 2.5 W/(m2K), and thermal resistances, R, indirectly proportional to those 
values. The values of thermal conductivity taken from different Serbian and international 
standards show thermal conductivity for compacted earth λ = 1.2 W/(mK) [12] and thermal 
conductivity for mud mortar (mud plaster) λ = 0.8 W/(mK) [13]. All of those values indicate 
rather poor thermal performances of rammed earth walls, based on theoretical estimations. 
On the other hand, from the previous measurements of thermal performances of two 
rammed earth walls, the following can be concluded: 
– Due to high thermal mass, inside air temperature in rammed earth houses is extremely 
stable. During the day there is a great outdoor air temperature swing, from minimum 
temperature of 18.9 °C to maximum of 35.2 °C for wall No. 1, and 18.7 °C to 31.3 °C for 
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wall No. 2, while the inside air temperature stays in a range of ±0.4 °C for wall No. 2, up 
to ±0.55 °C for wall No. 1. Average room air temperature is 23.7 °C. Also, it should be 
noticed, that house residents do not open the windows during the night, and with the 
proper night ventilation inside air temperature during the day would be even lower. 
– The inside wall surface temperature shows even smaller changes. During the day there is 
a great outdoor wall surface temperature swing from minimum temperature of about 
15 °C to maximum of 35 °C for wall No. 2, and even from 20.1 °C to maximum of 
53.2 °C for wall No. 1 which has the orientation towards direct sun radiation. In both cas-
es inside wall temperature stays in a range of ±0.3 °C for both walls, about 23 °C. 
– Measured time lag is in range from 4:30 hours up to 7:20 hours for both walls and air 
temperatures and the indoor air surface temperature swing is basically negligible. 
The obtained measurements can be interpreted as the result of several factors. The 
key element of a thermal behaviour of a rammed earth wall is a wall thickness d = 50-60 cm 
which has a high thermal mass influencing the slow flow of heat through the wall [9]. 
Published research on traditional rammed-earth walls shows, that in types of walls 
with large wall thickness (d = 50-60 cm), which is the case which applies to most cases of 
traditional houses in Vojvodina, steady-state thermal resistance is low while cyclic state ther-
mal resistance is high and increases exponentially [9]. On the other hand, the current building 
regulation and all calculation codes of practice are based on the steady-state conditions where 
the difference in temperature across the material is kept steady, which is practically impossi-
ble situation in real terms. This statement can explain significant difference in calculated val-
ues comparing to values measured in situ, as investigated by previous researches [16].  
Conclusion 
The subject of research was thermal behaviour of the traditional house in Vojvodina 
region, dominated by rammed earth façade walls. The research was conducted both theoreti-
cally and by measuring of wall’s thermal behaviour in situ.  
The theoretical research contains analyses of the theoretical values of wall heat 
transmittance, U, the thermal resistance, R, and the thermal conductivity, λ. The estimated 
performance of rammed earth walls based on the data available in literature indicates relative-
ly poor thermal characteristics of the walls, which are considered in the steady-state calcula-
tion methods.  
On the other hand in situ measurement of the 60 cm tick wall results have shown 
much better thermal properties resulting in extremely stable indoor conditions: small indoor 
temperature swings (about ±0.5 °C) in conditions of great outdoor temperature swings (up to 
±16 °C), and comfortable indoor environment (constant temperatures around 23 °C). This on-
ly confirms theoretical assumptions and conclusions of previous researches on the signifi-
cance of the great thermal mass, which is assumed to be the key element for a house thermal 
behaviour in dynamic calculation methods. 
It may be concluded that the issue of energy performances of traditional rammed-
earth buildings is complex and needs to be investigated further. The future research should in-
clude in situ measurements of a greater diversity of walls regarding types of materials which 
was used, their thickness and structure, and measurement plan for a longer period of time, 
both during summer and winter. In that way measured thermal properties could indicate the 
influence of different additions in the rammed earth walls, and other structural factors. Also, 
measured values would form the basis for potential rehabilitation of the rammed earth build-
ing stock in Vojvodina and their upgrade to current building regulations. Also, these results 
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would provide the basis for the improvement of data of traditional building materials in the 
existing regulations. 
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